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Product Specifications

Grou-F014-AB00O

P-Series Free Tape Grounding Kit, 7mm for 1/4”’S & 1300 IF Cable

Includes Hardware

1 General Specifications

Cable Type

Cable Size

Compatible Diameter

Bonding Conductor Material
Bonding Conductor Jacket Material
Bonding Conductor Wire Size
Bonding Conductor Length

Lug Attachment

Lug Type

Includes

2 Product List
KS P/N.

Feeder Cable & Braided Cable

1/4”S & 1300

7.20 - 7.80 mm

Copper

Polyvinyl Chloride (PVC)

16 mm?

See Part2 Product List (with Lug)

Factory attached

See Part2 Product List

Grounding Kit / Bonding Conductor with Lug / Hardware

Bonding Conductor Length Lug Type for Kit Lug Type for Bar

Grou-F014-BA00

3 Electrical Specifications

Two-hole One-hole

Current Handling
Current Handling Test Method

Grounding, Bonding and Shielding Test Method

Lightning Protection Test Method

Tested to Withstand 100,000 amps Peak Current Surge
MIL-STD-1757

MIL-STD-188-124A

IEC 1024-1
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4 Mechanical and Environment Specifications

Operating Temperature -40°C to +85°C

Storage Temperature -40°C to +80°C

Immersion Test Method IEC 60529:2001, IP68
Blowing Rain Test Method MIL-STD-810, Method 506
Corrosion Test Method MIL-STD-1344, Method 1001
Freezing Rain/Icing Test Method MIL-STD-810, Method 521
Humidity Test Method MIL-STD-1344, Method 1002
UV Resistance Test Method MIL-STD-810, Method 505
Vibration Test Method MILSTD202, Method 214

5 Marking and Package Requirements

According to customer’s requirement

6 Banned and Restricted Substances
RoHS 2002/95/EC Compliant




