
 GROU-F114-AB00
 GROU-F158-AB00

Installation Instruction
Optimal electrical performance and minimized connection times can be achieved 
by having highly skilled Exir Telecom representatives train your installation 
crews. Exir Broadcasting & Telecom disclaims any liability as a result of improper 
or unsafe practice. 
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GROUNDING KIT for 1 1/4” and 1 5/8” CABLE
For 1 1/4” and 1 5/8” foam cables: 
NK Cables, Cellflex, Cablewave, Eupen, Acome and Andrew.

1 Required tools:

 Cable-piercing tool, 014-12015
 Cable-piercing jig, 1 1/4”, GTEM-F114-AA00
 Cable-piercing jig, 1 5/8”, GTEM-F158-AA00
 Allen key, 3 mm

2 Place the cutting jig on to the cable, 
so that the marks on the side of the 
cutting jig fits into the corrugation 
valleys.

3 Heat up the cable piercing tool and cut 
alongside the hole of the cutting jig. 
Cut until the plastic jacket is removable.

Note! If using former cable
 piercing jig EJIGF114/ F158-A0 
only use approximately 75 % of 
both the width and height of the 
jig hole.

4 Three valleys are reguired in the outer 
conductor for a correct mounting of the 
1 1/4” grounding-kit. Two valleys are 
reguired in the outer conductor for a
correct mounting of the 1 5/8” 
grounding-kit.

5 Bend the tin-plate of the grounding-kit 
before you start mounting it. Bend the 
tin-plate approximately 180 degrees 
around the cable.

6 This is the look of the grounding-kit 
before mounting.
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For correct installation.
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7 Place the prehensile claws in the 
corrugation valleys of the outer 
conductor.

8 Turn the body of the grounding-kit 
approximately 40 degree until you feel 
a resistance.

9 Fold the tin-plate around the cable 
and lock it on the square bracket of 
the body. Make sure that the tinplate 
is mounted correctly and tighten the 
screw bolt.

10 Tighten the screw bolt so that the 
tin-plate is tightly assembled to the 
body of the grounding-kit. Approx. 
3.5-4.5 Nm

11 Peel off the plastic cover where the 
cable has been precut. Cut the cable in 
preferable length if necessary. Insert 
the stripped end of the grounding cable 
underneath the two screws on the 
body of the grounding-kit and fasten it 
by tighten the two screws.

12 The grounding-kit is now installed.
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